The Netgear R7800/XR500 Install Guide 


e The Netgear R7800 (X4S) is a powerful Atheros/Qualcomm based router with an IPQ8065 
processor (https://www.qualcomm.com/products/ipq8065 ). 

e Dual core Arm A9 based Qualcomm Krait 300 (comparable to Arm A15) running both cores at 
1,7 GHz, accompanied with a dual-core 800 MHz Network Subsystem (NSS) to accelerate 
packet processing 

e Dual radio 2,4 GHz and 5 GHz , 4 stream MU-MIMO. Wave2 

e 128 MB flash (XR500: 256 MB) and 512 MB RAM 

e Two USB 3.0 ports and one e-SATA port (only on R7800) 


See: 


R7800: https://wikidevi.wi-cat.ru/Netgear_R7800 
XR500: https://wikidevi.wi-cat.ru/Netgear XR500 


This guide can also be used for the XR500 which is FCC identical but has double the amount of Flash 
RAM and uses the new DumaOS. 


It is capable of near Gigabit speed LAN<>WAN throughput and about 100 Mb/s OpenVPN throughput 
and about 290 Mb/s WireGuard throughput depending on load and settings 


Unpacking 

Open the package to install the router, make a picture of the bottom for serial number, login 
credentials and MAC address. 

Pull of the protective caps from the four antenna sockets. 

Screw all 4 antennas on the router, antennas and sockets are marked, 2 antenna's with mark 1 at the 
back and antenna 2 an 3 in their respective sockets 

Attach a wired client to the router, internet access is not necessary. Follow initial installation 
instructions, choose to manually setup your internet, set username and password. 

Do not update the Netgear firmware, newer firmwares have a habit of restricting access or block 
third party software installation. 

This install is done while using Netgear Genie firmware version 1.0.2.62 which was installed on the 
router. 

On the back of the router is a little switch, if flipped, it disables all LED lights except the power light. 


Backup stock firmware 


Backing up stock firmware and board data and running dmseg is a precautionary measure, and under 
normal circumstances it should not be necessary, So if you plan to keep using DDWRT and do not 
tinker with other firmwares (Voxel, OpenWRT, etc.) then you might consider skipping this paragraph. 
Backup by using built in backup is only somewhat useful as it actually only backups your settings, but 
can be done anyhow, (Netgear GUI: ADVANCED/Administration/Backup Settings). 
Further backup methods can only be done through the Command Line Interface (CLI). 
So you need a program like telnet which is standard on most Windows clients or download a more 
versatile program like putty (recommended). 

1. If you intend to go back to stock and have the router in a difficult to access place, write down 

the serial number on the bottom of the router, you might need it. 
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2. Download and install: https://www.chiark.greenend.org.uk/~sgtatham/putty/latest.html 
3. Unfortunately the CLI is not enabled by default on Netgear routers so the next step is to 
Enable the CLI, for XR500 user to enable telnet downgrade to firmwares 2.3.2.66 and earlier: 
a. Easy method is to go to the debug page: http://192.168.1.1/debug.htm (change ip 
address according to IP address of router) 
There is a check box with "enable telnet", just tick it and you are good to go. This has 
to be repeated after every reboot. 
Newer firmware has a habit of removing options and restricting users. The last 
known version which has this option is 1.0.2.74 (you can consider downgrading to 
this version if you need telnet and option b is not working). 
b. Ifthe enable telnet option is no longer available, you try with a little utility called 
telnetenable.exe 
There are several, for some reading see: 
https://wiki.openwrt.org/toh/netgear/telnet.console 
https://github.com/insanid/NetgearTelnetEnable 


| use tne, see: http://www.antinode.info/nte/index.html 


Documentation is there, basically open a Dos command prompt, change directory to 
where the nte.exe is located and execute with: 
nte m=50:6b:03:e9:ad:86 n=192.168.1.1 u=admin p=password 


m= MAC address of the router which is on the box or on the underside of the router 
or when you go the the GUI of the router in Advanced/Router information. 

n= IP address of the router 

u= username you entered when configuring the router 

p= password you entered when setting up the router. 

(After reboot you have to do this again, you can make a batch file so that you do not 
have to type it in every time) 


When you executed nte with the right parameters, you should see : 

nte: Received ACK message. 

Telnet access should be enabled, So telnet to your router and login with the 
username (contrary to DDWRT where the username is always root, you have to use 
the real username) and password, and you should see the prompt: # 

For Linux users see: 
https://smyl.es/enable-and-unlock-the-netgear-telnet-console-on-wireless-routers 


4. Back up NVRAM parameters by copy/paste: 

a. nvram show 

b. Netgear stock has built in commands. The commands can be found in /sbin: 
cd /sbin 
Is 
Those commands can be useful especially on Broadcom routers but are not needed 
on this router 

c. Sometimes useful can be to copy and paste the output of dmesg 

d. If you are planning to tinker with different firmwares then it is useful to backup your 
partitions, start with the following command to view all your partitions: cat 
/proc/mtd and copy and paste the output 

e. Tocopy the partitions, you need to enable USB on the Netgear Stock firmware. 
Netgear does not have the dd command which is available in DDWRT, instead you 
can use: cat /dev/mtd6 > /tmp/mnt/sda2/mtd6_rootfs.bin , which copies the seventh 
partition with rootfs. (you can view the mounted volumes with mount, | have 3 
volumes on my USB stick) 
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When you want to backup a partition from DDWRT, you can use the built in 
command for copying partitions: dd if=/dev/mtd0 of=/opt/mtd0_boot.bin , this 
copies the first boot partition to a file called mtdO_boot.bin in the /opt directory 
(which must be on a USB stick). 
Note: depending on what USB port is used you need to substitute sda2 with sda1 
5. Optional and normally you can skip this (see Troubleshooting section), run dmesg, this can 
give you an indication of bad blocks (if there are no bad blocks mentioned in the output you 
should be good), from the CLI: dmesg 
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Installing DDWRT first Flash 


Builds can be found at: ftp://ftp.dd-wrt.com/ or if FTP is not available at https://dd- 
wrt.com/support/other-downloads/ look under BETAS). These build are reported to work for first 
flash: Build 41686, 44715 (44719), 47256, 47618 or use the build which is included (only for R7800, 
XR500 try 47618) 


First Flash 


1. 
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Some browser have problems with DDWRT GUI especially Chrome or Chromium based 
browsers, | use good old Internet Explorer, clear browser cache as a first step. 

Also Waterfox, Palemoon and Micrsoft Edge are reported to work. 

Get Stock Netgear file for your router (in case you have to go back): 
(https://www.netgear.com/support/product/R7800.aspx ) 

The minimum stock Netgear which can be used for upgrading the R7800 is 1.0.2.40. 
Some users reported problems flashing from Netgear 1.0.2.60 and success from 1.0.2.40. 
So when experiencing problems you can try going back to 1.0.2.40. 

Get DDWRAT file. For a first flash coming from stock you need a file ending with .img. 
Subsequent flashing can be done with files ending on .bin. 

A known good option is to use the Kong file (https://forum.dd- 


wrt.com/phpBB2/download.php?id=44456 ) which you can find in the second post of this 
thread. 


For BS files go to ftp://ftp.dd-wrt.com/betas/2020/ choose the build number of your liking 
and go the R7800 directory and load the .img files, not all users report success with files from 


BS, it probably depends on the used builds. 

For XR500 the following factory-to-ddwrt.img files are reported to work 47256 and 47618. 

So | suggest to use factory-to-ddwrt.img build 47618 for both R7800 and XR500 as of this 
moment. Newer builds probably will also work. 

If you experience the dreaded "Bad Blocks", which means the router starts boot looping or is 
failing to upgrade with DDWRT, try build 52095 or higher which has the ability to move rootfs 
which should mitigate this problem. 

If you flashed with this build please let me know. 

Some users with an XR500 have reported that newer stock firmware did not allow to flash 
third party firmwares like DDWRT, going back to Netgear Firmware Version 2.1.0.4 solved it. 
However this could be region dependent as other users had no problem flashing with 
Netgear stock firmware 2.3.2.130. 

So first try to flash with the installed stock firmware. 

Use a wired client attached to your router, set this client to 192.168.1.10 net mask 
255.255.255.0. 

Depending on your setup you have to leave your client at DHCP (see step 5) 

Login to your router at 192.168.1.1. If you cannot login go back to step 4 and leave your 
client to Automatically obtain IP address (DHCP). 

reset to defaults via the Netgear stock GUI (ADVANCED/Administration/Backup 
Settings/Revert to factory default settings), click Erase, the router will reboot. 

Login to the Netgear GUI at 192.168.1.1 and step through the first setup (it can take a while), 
choose manual configuration. 

Upload DDWRT .img file via the GUI (ADVANCED/Administration/Firmware update), browse 
to where you downloaded the DDWRT file and click Upload. 

Do not enable reset after flashing, do that afterwards see point 11 

Depending on the used Netgear firmware it can display a warning that you are uploading 
older software, you can discard this message and go along anyway. 


It can take a couple of minutes so be patient when flashing! 
The router will reboot. 

10. After the reboot, point your browser to 192.168.1.1. and you should be greeted by a 
DDWRT login page asking to change username and password, set according to your wishes 
and click Change Password 

11. After upgrading to DDWRT clear browser cache again (CTRL+F5) 

12. Reboot router (it appears that you will not get access to the CLI without reboot) 

13. Do a thorough cleaning of all remnants of the stock by using the CLI (telnet, putty) 
(remember username for CLI is always root) and do: 
nvram erase && reboot 

14. The router will reboot, login in with your web browser at 192.168.1.1 and you will be asked 
for username and password. Fill this in and click change password 

15. Set up the router according to your wishes and reboot 

16. Do not forget to set your client back to automatic DHCP 

17. Post your findings in the appropriate build thread (e.g.: https://forum.dd- 


wrt.com/phpBB2/viewtopic.php?t=320457 ) 


Second/Subsequent Flashes 

Once dd-wrt is installed, you can flash the appropriate .bin file from the GUI 
(Administration/Firmware upgrade). 

It is not necessary to install a .bin file from the same build number as the .img file. 


For Brainslayer builds use the .bin files from ftp://ftp.dd-wrt.com/betas/, (or http://download1.dd- 


wrt.com/dd-wrtv2/downloads/betas/2020/ ) choose year, build number and navigate to /netgear- 
r7800/ 


Upgrade from Command Line Interface (CLI) 

You can use the CLI (telnet/putty to upgrade: 

Download the appropriate file in the /tmp directory (i.e.): 

cd /tmp 

curl --output firmware.bin ftp://ftp.dd-wrt.com/betas/2022/11-06-2022-r50814/netgear-r7800/da- 
wrt-webupgrade. bin 


The router will automatically upgrade with firmware.bin in two minutes and reboot 
If not or you downloaded the file with its 'normal' name you can upgrade and reboot manually: 
write dd-wrt-webupgrade.bin linux && reboot 


Resetting with: nvram erase && reboot from CLI is not strictly necessary when upgrading, just do it if 
you experience problems or if the build thread advises it to do. 
Every new build has a build thread to report success and/or problems, which can be found in the 


Atheros forum: https://forum.dd-wrt.com/phpBB2/viewforum.php ?f=28 


This forum can also be used when asking for help with your R7800 


Builds | personally tested working for longer period: Kong 40270, BS 41075. BS 41174, BS 1328, BS 


41517, BS 41686 (Cron not working), 41813, 42287, 42617, 42729, 42819, 43084, 43192, 43290, 
43334, 43397, 43420, 43652, 44187, 44251, 44467, 44715(44719), 44980, 45711, 45767, 
45849 (Vanilla Firmware), 46177, 46329, 46446, 46885, 47094, 47135, 47225, 47282, 47618, 47692, 
47822, 47925, 48138, 48305, 48425, 48494, 48646, 48741, 48865, 49081, 49326, 49492, 49626, 
49934, 50551, 50841, 51040, 51140, 51275, 51440, 51589, 51741, 52054, 52095, 52242, 52459 

No more testing coming as | switched over to another firmware ® 
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Hint 1: 
Never ever restore settings from another build, after resetting put settings in manually. 


Hint 2: 
Do not upgrade with reset, if you want to reset do that after upgrading. 


Hint 3: 

Starting with build 45849 you can choose between two Firmware types for Wifi (Wireless, Advanced 
settings), Vanilla and DDWRT. Most user prefer Vanilla for stability and backwards compatibility. 
Most users have Automatic Power Save and Airtime Fairness 

For older 2.4GHz clients use Mixed instead of N/G mixed 


Reference: 
https://wiki.dd-wrt.com/wiki/index.php/Installation 


Going back from DDWRT to Stock Firmware 


1. Use Internet Explorer (or other none Chromium based webbrowser), clear browser cache 

2. Reset router to defaults using the GUI (Administration/Factory defaults) 

3. There is a special file for going back to stock named: ddwrt-to-netgear-fw-R7800.bin 
It can be found in the second post of this thread (only visible when you are logged in). 

This will get you back to Netgear FW 1.0.0.40. 

4. Upload the modified Netgear stock firmware do not reset to defaults (do that later). 
When you login use the same username and password as you have set for DDWRT. 

5. Reset to defaults (ADVANCED/Administration/Backup Settings/Revert to factory default 
settings), click Erase, the router will reboot, the username will now be admin again and 
password: password. Which can be used to login from 192.168.1.1. 

6. If the radios are not available when flashing back to Netgear FW and having reset, head over 
to the wireless settings page and set the Security options to WPA2-PSK and enter a 
password, the radios should start working and the password will be reverted to the Netgear 
default password (see under side of the router). 

If this does not help then follow these instructions: 

nvram default 

nvram commit 

mtd erase netgear 

reboot 

These commands must be executed on a console (telnet/Putty/ssh) after you flashed back to netgear fw. 
You should be able to enable telnet via: http://192.168.1.1/debug.htm 

Alternatively you can run this command in a serial console, in case you have a USB-TTL adapter 
connected". 


Troubleshooting 

There have been very rare reports of users not being able to flash DDWRT or any other third party 
firmware. Only Netgear (including old versions) and Voxel's firmware could be flashed. 

The problem seems to be a bad block in critical Flash Ram areas (Netgear and Voxels firmware take 
use the same layout). 

With a trick described here: https://forum.openwrt.org/t/r7800-flashing-openwrt-causes-bootloop- 
bad-block-in-kernel-area/49608 and here: https://openwrt.org/toh/netgear/r7800#debricking you 
can flash OpenWRT. 
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Information regarding bad blocks can be made visible by using the CLI (telnet) and do : dmesg (or if 
you use serial recovery), although not seeing bad blocks, for the XR500 at least, is not a guarantee 
that you can upgrade to DDWRT (as is reported by one user). 


If you experience the dreaded "Bad Blocks" try the factory-to-ddwrt.img 
from build 51043 which has the ability to move rootfs which should mitigate this problem. 


But the best advice seems to return the router and ask for a replacement. 


Performance 


CPU governor 

This CPU can use a CPU governor to dynamically set the clock frequency of the processors. 

The default setting (for BS firmwares) is performance meaning the CPU(s) is always running at the 
maximum 1725 Mhz. (You can see the CPU frequency at the Status/Router page) 


You can set the CPU governor from performance to ondemand with: 

for CPUGOV in /sys/devices/system/cpu/cpu*/cpufreq/scaling_governor; do [ -f SCPUGOV ] | | 
continue; echo -n ondemand > SCPUGOV; done 

You can change back to performance by substituting ondemand with performance. 


When set ondemand the processor(s) will run at 800 MHz and only when the load is above 80% it will 
scale up to 1000 MHz, 1400 MHz and eventually to its maximum 1725 MHz. 


The setting of 80% average load (which is the default) above which the CPU(s) scale up seems not 
always adequate. 

As this is the average load, it means it easily can peak to 100% meaning the CPU(s) is running at its 
maximum (for that frequency setting) which will result in a sub optimal performance. 

You can tweak the on demand settings (only possible when the CPU governor is already set 
ondemand) with: 

echo 20 > /sys/devices/system/cpu/cpufreg/ondemand/up_ threshold 

echo 10 > /sys/devices/system/cpu/cpufreg/ondemand/sampling_down_factor 


All the commands have to be run from Administration/Commands, Save Startup 


You can watch the CPU speed (from CLI) with: watch grep \"BogoMIPS\" /proc/cpuinfo 

Multiply the BogoMIPS with 64 for the frequency in MHz (so it seems), 12.50 = 800 MHz, 26.95 = 
1725 MHz. 

Current frequency can be found with: 

cat /sys/devices/system/cpu/cpu*/cpufreg/scaling_cur_freq 


(Note for developers: default values are set in /src/router/services/sysinit/sysinit-ipq806x.c ) 


Reference: 

https://www.kernel.org/doc/Documentation/cpu-freg/governors.txt 
https://wiki.archlinux.org/index.php/CPU_ frequency _scalin 
https://forum.openwrt.org/t/netgear-r7800-exploration-ipq8065-qca9984/285/1928 
https://source.codeaurora.org/quic/qsdk/oss/system/openwrt/tree/target/linux/ipq806x/base- 


files/etc/init.d/powerctl?h=NHSS.QSDK.6.1.r1 
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Core Affinity 

As this is a dual core CPU you can set a certain process to run on one of the two cores. 

Normally the scheduler does a good job but you can manually override the core affinity. 

When you run the command cat /proc/interrupts from the CLI (telnet) you can see which process 
runs on which core and what the irq number is. (For software interrupts: cat /proc/softirqs)For me 
the ethO process, which is the WAN, has irq 100 and runs on CPUO (which is core 1). 


Core affinity is set in the file /smp_affinity, this file does not have a value meaning the scheduler will 
take care, but if you want to associate ethO (the WAN) with core two 2, then put a value of 2 in that 
file: 

echo 2 >/proc/irg/100/smp_ affinity 


Default core affinity is 3 meaning the process can run on both cores. 


To see all core affinity settings: 
for IRQ in /proc/irq/*/smp_affinity; do FILE=S(cat SIRQ); echo "SIRQ = SFILE";done 


Builds past 42602 have IRQ Balance enabled which will distribute the affinity dynamically by load 


Set queues for packet steering 

for FILE in /sys/class/net/*/queues/[rt]x-O/[rx]ps_cpus; do [-w "SFILE" ] && echo 3 > "SFILE" 
2>/dev/null; done 
https://github.com/openwrt/openwrt/blob/master/package/network/config/netifd/files/etc/hotplu 


g.d/net/20-smp-packet-steering 


Encapsulation off loading 

802.11 encapsulation offloading support is present in recent builds (post build 42522) and can be 
enabled by setting the following nvram parameter: 

nvram set ath10k_encap=1 


For Gbit Wan connections increasing the netdev_max_backlog from default 120 to 2000 or even 
higher might help (for builds before 44980): 

For best throughput: 

echo 2000 > /proc/sys/net/core/netdev_max_backlog 


For good compromise between latency and throughput: 
echo 384 > /proc/sys/net/core/netdev_max_backlog 
https://forum.dd-wrt.com/phpBB2/viewtopic. php ?p=1226060#1226060 


Reference: 
https://forum.dd-wrt.com/phpBB2/viewtopic.php?p=1066080 
https://forum.dd- 


https://patchwork.kernel.org/patch/11293629 
https://forum.openwrt.org/t/netgear-r7800-exploration-ipq8065-qca9984/285/2142 
https://access.redhat.com/documentation/en- 

us/red_ hat enterprise linux/6/html/performance tuning guide/network-rps 
https://wiki.mikejung.biz/Sysctl_ tweaks 
https://forum.openwrt.org/t/build-for-netgear-r7800/316/3026 
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Recovery 


Recovery including serial debricking is discussed in https://openwrt.org/toh/netgear/r7800 
If you want to TFTP DDWRT use the .img files used for the first flash: 
Recovery when bootloader problems: https://forum.openwrt.org/t/netgear-r7800-exploration- 


ipq8065-qca9984/285/2117 


Recovery by TFTP 
See: https://kb.netgear.com/000059633/How-to-upload-firmware-to-a-NETGEAR-router-using- 


TFTP-client and https://wiki.dd-wrt.com/wiki/index.php/TFTP_ flash 
To TFTP when not bricked, power-up holding the reset button to TFTP: 


1. Download the tftpd client, | use the 32 bit the 64 bit should also work. 
2. Seta static IP (e.g. IP address 192.168.1.9, subnet mask 255.255,255.0, default gateway 
192.168.1.1) 


3. Ina TFTP client, use 192.168.1.1 as server, password blank, select DDWRT file for first flash 


| use TFTP32, set to 
local file i.e. the 


fill in the Routers (server) address usually 192.168.1.1, enter 
file to upload (click on the button with the three dots (...). 


See image on next page. 

Some say to set the Server interfaces (drop down box left upper corner) to the ethernet adapter with 
your address (e.g. 192.168.1.9) but it tends to return to the software Loopback which also worked for 
me, when in dount set on the Ethernet interface and if it tends to return place a dumb switch in 
between. 


5. Press and hold the reset button and power up the router. Start the TFTP when ping replies 
with TTL 


flashing orange) and then release the reset button and start TFTP. 
6. When the router is setup click on PUT on the tftp32 client and you should see the image file 
being uploaded, be patient, the router should reboot automatically. 
7. After areboot, access the router on 192.168.1.1, be sure to detach the router from the 
network otherwise the router will search for another IP address, if you cannot login then set 
your client to Automatically obtain IP address (DHCP) instead of the static IP in step 1. 
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> Titpd32 by Ph. Jounin - oO x 


BaP meme: \Drivers\Netgear R6400\Serial recovery \titpd32.452 Browse | 
Server interfaces | 492.168.1.11 Realtek PCle GBE Family Controller v Show Dir | 


Tftp Server Tftp Client DHCP server | Syslog server | Log viewer | 


Host /192.168.1.1 Port 
Local File [E\Drivers\Netgear R7800\471 42-F7800-factory-to-ddwrt.ima a | 


Remote File Pe 
Block Size [Defut 


Get | Put | Break | 


About | Settings | Help | 


Recovery with nmrpflash 


See the appropriate section at the Guide to Unbricking 
https://github.com/jclehner/nmrpflash 
This is a very easy method which usually works when everything else fails! 


Recovery using Serial console 
https://openwrt.org/toh/netgear/r7800 
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Useful information 


If you want to read everything from the beginning start at page one of the Netgear R7800 
(Nighthawk X4S — AC2600) - status and you can go up to page 177 at the moment: https://forum.dd- 
wrt.com/phpBB2/viewtopic. php ?t=289788 


Wireless settings 


https://forum.dd-wrt.com/phpBB2/viewtopic.php?t=324014 :QCA best wireless settings 
https://forum.dd-wrt.com/phpBB2/viewtopic. php ?p=1154617#1154617 


https://svn.dd-wrt.com/ticket/5699 


http://bowdennetworks.co.uk/downloads/5GHz%20Spectrum%20Usage%20UK%20-%202017%20- 
%20v1.pdf 


Garbled output on serial recovery: 
https://forum.dd-wrt.com/phpBB2/viewtopic.php?t=323931 
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Addendum 


Only for new users of DDWRT 

Below some pointers which might help to get the best out of DDWRT and out of the forum: 

1. Research your router, start with the supported devices wiki: 
https://wiki.dd-wrt.com/wiki/index.php/Supported Devices . 

2. In the supported devices wiki you can see if your router is supported and what architecture your 
router has and if you are lucky also an install guide/wiki. 

3. Post in the right forum, from the former step you can see if your router is Broadcom, 
Qualcomm/Atheros, Marvell or other, use that forum to post router specific questions, for 
networking questions post in the Advanced Networking forum and for other things in the 
General Questions forum. 

4. When posting always state router model, build number and when applicable the Kernel version. 
Describe your problem and how you think it can be solved. 

Give as much detail as you can also provide your network setup if applicable. 
For your Network setup, state what wiki you have used: https://wiki.dd- 
wrt.com/wiki/index.php/Linking Routers 

5. When posting pictures make sure the maximum width is not more than 600 pixels. 

6. Do not hijack a thread, meaning do not post your own problem in someone else's thread. Just 
start your own thread. 

7. \If your post is answered and your problem solved, mark your thread with [SOLVED] (the header of 
your first post). 

8. Do [b]NOT[/b] use the router database, builds can be found at: 
https://dd-wrt.com/support/other-downloads/?path=betas%2F2019%2F 
All builds are beta including those from the router database. 

9. Before uploading a new build to your router, research the build by looking in the build threads. 
This is an example of a build thread for build 41328 for Broadcom routers: 


Search build threads with the search function and search on build number. 
10.Use the build threads from the former step to report success or problems. 
11.For older Broadcom routers (Linksys WRT54 and E series) read the peacock thread although some 
of it is outdated: https://forum.dd-wrt.com/phpBB2/viewtopic.php?t=51486 
Builds can be found in the Broadcom directory for Linux kernel 2.4, in Broadcom_K26 for Linux 
K2.6 and in Broadcom_K3xX for Linux K3.X. 
12.If you are sure you have discovered a bug, after asking and querying the forum, you can report a 
real bug in the bug tracker: https://svn.dd-wrt.com/ 
This is also the place where the commits/changes to the source are administrated. 
13.Recommended reading: 
https://forum.dd-wrt.com/wiki/index.php/Main Page 
https://forum.dd-wrt.com/phpBB2/viewtopic. php ?t=54845 
https://forum.dd-wrt.com/phpBB2/viewtopic.php?t=54959 
14.If you are happy with DDWRT and want it to live on then donate: 
https://dd-wrt.com/donations 


Last modified by egc: 15 May 2023 12 


